PRO

ENGLISH

Datasheet
Stock No:

RS Pro

Product Description: Power Inductors

Schematic:
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Electrical & Mechanical Specifications

Electrical Specifications @25°C Mechanical Dimensions
RSStock| | |ductance @ Moload | DCRin |Min. Energy| Coi Size
Code ﬁ N | ated Current L| Inductance (Lo} | m0 | Storage | (ODwHyin | o ead @
PE1 inpH (Typ) in pHE15% | (Mas) ipdy mm fnmm
1048414 | 0.5 100 109 0.140 125 14 %8 0.40
1048415 | 0.5 220 258 0215 275 15%89 0.40
1048416 | 0.5 3130 393 0285 | 413 15%89 0.40
1048417 | 1.0 13 a7 0.052 165 14 x8 0.50
1048418 | 1.0 47 53 0.083 335 14 x8 0.50
1048419 | 1.0 100 127 0.087 50 15x8 0.50
1048420 | 1.0 150 207 0.123 75 15x89 0.50
1048421 | 1.0 220 345 0.196 110 15%89 0.45
1048422 | 20 72 27 0.070 a4 14 x 8 0.40
1048423 | 2.0 47 73 0.080 54 14 %8 0.45
1048424 | 2.0 &8 109 0.089 136 15x9 0.50
1048425 | 3.0 22 34 0.050 59 14 %8 0.50
1048426 | 0.5 470 557 0.322 58,5 20 %9 0.40
1048427 | 1.0 330 491 0.193 165 20 %9 0.50
1048428 | 2.0 100 157 0.108 200 20 % 9 0.50
1048430 | 3.0 a3 44 0035 145 19x8 0,63
1048431 | 3.0 a7 75 0045 212 2068 0.63
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Electrical Specifications @25°C Mechanical Dimensions
Eiiﬂ":k o in Inductance @ Mo Load DCRin |Min, Energy | Coil Size Self Lead @
o Amps Hqteu Current L ductance (La) mid Storage (ODH) in i A
in pH (Typ) in pgH+15% LT (L) mm
1048432 | 1.0 470 L 0180 235 27 %13 0.0
1048435 | 1.0 1,000 1619 0426 =20 26513 .20
idadid | 20 150 207 01046 300 25 %12 0.0
1048435 | 30 B8 a2 0.080 308 256%12 B3
1048435 | 3.0 100 157 0.0&0 458 25x12 B3
048437 | 30 150 256 0,107 BTS 25a12 063
1048438 | S0 33 48 0.038 413 25512 0.7
1048439 | 50 47 a2 0.043 S&8 25x12 075
1048440 | 50 Ef 137 0.055 as0 26x12 075
1048441 | 3.0 220 3 0134 a0 29513 0.63
1048442 | 3.0 330 G625 0142 1485 N =15 0.7
1048443 | 5.0 100 172 0054 1250 J0x 14 0.80
1048444 | 7.5 a7 84 0026 1322 31 a4 1.00
1048445 | 3.0 470 T27 0187 2115 42 w14 06T
1048446 | 5.0 150 221 009 1875 41513 0.7
1048447 | 10 GE &a 0.042 3400 il x 21 0.%0
1048448 | 10 100 152 0044 H000 0w 21 1.00
i Test Fredqguency:

1) Inductance (@ Rated current measured @1 0KHz0.10%rms
2) Mo Load Inductance measuned §10KHZ0 25V ms
3) Oparating Temperature Ranga -40°C o +125°C

D
— * The pJoule rating (0.5 « LF] is the ability of the Inductor to store enargy
. ="
(8.50 ~ 11.0)
Tinned \
— Self lead
FRONT VIEW SIDE VIEW

Unit: mm | Dimensiontolerance: £0.25mm (Unless specified)
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